
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Attestation of Conformity 

 

 

ISO/IEC, EN & TIA Screen Continuity 

Class EA / Category 6A 

Two Connector Channel 
 

Krugel Exim spol. s r.o. 

Rybnicna 38/H 

831 06 Bratislava, Slovak Republic 
 

Attestation of Conformity No. 1181042 
 

This type of Class EA / Category 6A screen continuity two connector channel has been tested by 3P Third Party 

Testing and complies with the 10 Gigabit Ethernet requirements of IEEE P802.3an, Class EA requirements of 

edition 1.0 of ISO/IEC 11801-1:2017, edition 1.0 of ISO/IEC 11801-2:2017, CENELEC EN 50173-1:2011, and 

Category 6A requirements of ANSI/TIA-568-C.2:2009. The channel is only specified for screen continuity and 

screening performance has therefore not been verified. The Attestation of Conformity is only valid for the actually 

tested channel type in T568A configuration and consisting of the following Krugel Exim components: 

 

 Cables:  Horizontal Cable,   P/N KE-550HS23/1E-xxx 

   Equipment Cord:   P/N KEL-C6A-P-050 

   Qualification Status:   Manufacturer verified 

 

 Conn. Hardware: Patch Panel,    P/N KEJ-CEA-S-10G 

   Wall Outlet,    P/N KEJ-CEA-S-10G 

   Qualification Status:   Manufacturer Verified 

 

 

 

 

 

 

Independent Testing - For End User Confidence 

Hoersholm, 31st May 2018  Hoersholm, 31st May 2018 
 

          
_______________________________________ ______________________________________ 

Ole Lambertsen   Jens Rytter Petersen 

Test Responsible  General Manager 


