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KELine® datasheet

features

construction

P/N: RAB-FO-X48-SL

KELine®

Height
Width
Depth

Color           
Surface      

black RAL9005
structured, matt

1U (44mm)
19” (480mm)
243mm 
steelMaterial

�     suitable for SC-SC Duplex, LC-LC Quad adapters
�     designed for 19” cabinets 
�     4 cable inputs 
�     set of M6 screws and captive nuts (4 pcs)
�     blanking inserts (24 pcs)
�     cable clamps PG13,5 (4 pcs)
�     spools for management of fi bers (2 pcs)
�     screws for adapters (48 pcs)
�     removable front panel
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REMARKQT'YSPECIFICATION DESCRIPTIONPARTS NAMENO.

MATERIAL LIST:

UNO  ELECTRONIC LIMITED(HK)
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Upper Panel Cover         1.0mm thickness Metallic Panel with plastic powder cladding
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Bottom Panel 1.0mm thickness Metallic Panel with plastic powder cladding

19"Fiber Optic Patch Panel,1U
sliding type 24port SC Duplex
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NOTE:
  RoHS 2.0 And Reach Compliant
  1.0mm thickness Metallic Panel with plastic powder cladding

  Color:Black(RAL 9005)

Mounting         1.5mm thickness Metallic Panel with plastic powder cladding

RAB-FO-X48-SL
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Accessory:

frosted surface finishing


